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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 
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Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 
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SPECIFICATION FOR HAIR BELTING YARN 
(First Revision ) 



(Reaffirmed 2003) 
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1. Scope — Prescribes manufacturing details and other requirements of two varieties of hair belting yarn. 

2. Manufacture 

2.1 Variety 1 shall be evenly spun from 100 percent wool and Variety 2 shall be spun from a blend of 
minimum of 75 percent wool with a maximum of 25 percent stretched nylon fibres. 

2.2 The recommended fineness of wool and stretched nylon fibres to be used for the manufacture of 
hair belting yarn, is given below. 

2*2.1 Wool — Average fibre fineness between 35 and 45 microns. 

2.2.2 Nylon — Fineness between 4 to 6 denier. 

3. Requirements — See Table 1. 



TABLE 1 REQUIREMENTS OF HAIR BELTING YARN 



81 
No. 

(D 



Characteristic 



(2) 



Requirement 



I) Universal count ( worsted count 
of yarn) 

li) Direction of twist: 

a) Single 

b) Plied 

ill) Twist per metre: 

a) Single 

b) Plied 

Iv) Single thread breaking load on 
SO cm test length* Min 

v) Elongation at break: 

Min 

Max 
vi) Balance of twist 



Variety 1 
(3) 

180 tex x 4 
<5s/4) 

Z 

s 



360 
160 
6 kg 



Variety 2 
(4) 

180 tex x 4 
(5S/4) 



Z 

s 

300 
200 

7-5 kg 



Tolerance 



(5) 

percent 
*5 



*5 
*5 



20 percent 25 percent 
45 percent 45 percent 

Yam shall not have undue tendency 
to re-twist; however, a maximum 
of 8 turns as re-twist or double 
on account of the kink shall be 
permitted when tested by the 
method given in col 6 



* Methods for determination of universal count of wootlen and worsted yarn. 
t Method for determination of twist In yam. 



Method 
of Test 

(«) 

IS: 681-1964* 



Visual 
Visual 

IS : 832-1964f 



IS : 685-1962* 
IS : 685-19621 



Approximately 1 '5 m 
length of yarn 
taken out from 
the conditioned 
package is held 
horizontally in 
the hands and 
the two ends of 
yarn are slowly 
brought toge- 
ther 



a t Method for determination of breaking load, elongation at break and tenacity of single thread by constant-rate-of- 
load testing machine. 



4. Package — The yarn shall be made into hanks, cones or cheeses. 

5. Marking — Each yarn package shall be marked with the following: 

a) Name of the material; 

b) Variety No. and Ref ISS 1721; 

c) Manufacturer's name, initials or trade-mark; and 

d) Weight of the package. 



Adopted 8 June 1970 
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IS: 1721 -1970 
6. Packing 

6.1 The yarn shall be packed in conformity with the procedure laid down in IS : 32-1963* or IS : 741- 
1 962f, as the case may be. 

6.2 The case shall be marked with the following: 

a) Name of the material; 

b) Gross weight; 

c) Net weight; and 

d) Name of the manufacturer, initials or trade-mark. 

6.2.1 The yarn may also be marked with the ISI Certification Mark. Details are available from the 
Indian Standards Institution. 



•Code for seaworthy packaging of woollen and worsted cloth and yarn ( nvf$*d). 
tCodfytar inLajid packaging of woollen and worsted cloth and yam. 
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